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SERIE Series E1 Data / Date | 23/10/2000
CARATTERISTICHE GENERALI : 59
Membrana Hytex C618. I
Parti a contatto con il fluido, in ottone.
Basetta in materiale termoplastico. 3
Pressacavo in materiale termoplastico. ": ORIENTABILE
CARATTERISTICHE TECNICHE = i ‘ REVOLVING )
Grado di protezione P65 B
Temperatura d'esercizio da -20°C a 100°C PG 11
Carico massimo sui contatti 5A 1250V ~
Taratura 0,2bar+ 10 %
Campo di regolazione da0,15a 0,5 bar
Isteresi < 20 % pressione di taratura
Durata meccanica 1.000.000 cicli I} Cavo (able 8710
Corpo (R 1/4") Ottone | e
Membrana HYTEX C618 Ch. A/F 19
Compatibilita ' olio minerale R 1 / [*" | |
REGOLAZIONE
1) Allentare la ghiera sbloccando il dado B
2) Ruotare la ghiera A per regolare la pressione GENERAL INFORMATION
" % 1= -
St ) Hytex C618 membrane

3) Bloccare la ghiera A con il dado B . § . .
All the parts in contact with the fluid are made in brass

L - Cover by plastic

SCHEMA DI COLLEGAMENTO Caliies ooy by pee
ELECTRICAL CONNECTION TECHNICAL DATA
Protection degree IP 65
30 2 Operating temperature from -20 to 100°C
Resistive load SA/ 250V ~
P === Setting 0.2bar+ 10 %
Range from 0,15 to 0,5 bar
1 Hysteresis <20 % sitting pressure
Body (R 1/4™) made in brass
Life 1.000.000 cycles
Membrane HYTEX C618
Fluid compatibility mineral oil
REGULATION

1) Unlock the bush A unscrewing the nut B
2) Rotate the bush A for regulating

the setting point (- <= +)
3) Lock the bush A by the nut B
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